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NOIBO CONTROLS

RECEIVER RCE 700

N: Mottaker RCE 700
GB: Receiver RCE 700
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Havnegata 24, NO-7500 Stjordal
Phone: +47 74 82 91 00 Fax: +47 74 82 91 01 E-mail: email @glendimplex.no

GENERELT

Mottakeren brukes til direkte styring av

apparater tilkoblet stikkontakt.

Mottakerens relékontakt kan benyttes bade

som NC (normalt lukket, dvs. pa nar sentral-
enheten er programmert pa) og NO (normalt apen,
dvs. av nar sentralenheten er programmert pa).
Dette velges nar mottakeren tilknyttes i sentral-
enheten. Standardinnstilling er NC.

Mottakerne ber ikke benyttes til styring av
flyttbare gulvovner. Hvis en slik ovn veltes eller
tildekkes under barns lek, kan en utilsiktet inn-
kobling medfere brannfare. Mottakerne bar heller
ikke benyttes til styring av motordrevne apparater
pga. faren for utilsiktet utkobling / innkobling.

TEKNISKE DATA
Mal:(B x L x H) ..................: 48 x 101 x 27mm
Driftsspenning ...........

Koblingsevne resistiv

Koblingsevne reaktiv..........:
Kapslingsgrad....................: IPX0

|

MONTERING

0470

Mottakeren monteres i stikkontakt. Noter med-
felgende mottakerkode inn i mottakeroversikten
bak i sentralenhetens bruksanvisning for bruk ved
programmering av sentralenheten.

RCE 700

AN

GENERAL

The receiver is for direct control of appliances
attached to a power point. The receiver's relay
contact can be used both as NC (normally
closed - i.e. on when the transmitter is program-
med to be on) and NO (normally open - i.e. off
when the transmitter is programmed to be on)
This function is selected when the receiver is
linked in at the transmitter unit.

Standard value is NC.

Receivers should not be used tocontrol ‘portable
floor heaters. If such a heater is knocked over or
covered during children's games, unintentional
activation could cause a fire risk. Nor should
receivers be used for controlling motordriven
appliances due to the danger of unintentional
switching on and off.

TECHNICAL DATA

Dimensions (W x L x H)...........: 48 x 101 x 27mm
Operating voltage...............

Connectability, resistive
Connectability, reactive............:
Enclosure class.......................:

Ce

ASSEMBLY

Mount in a power point.

Note the accompanying receiver code into
the back of the central units user manual,
for use when programming the central unit.

SAMSVARSERKLARING (DoC). )

Glen Dimplex Nordic AS erklzerer herved at utstyret
som er beskrevet i denne anvisningen (RCE 700)
oppfyller alle vesentlige krav og andre relevante
bestemmelser i EU- direktiv 1999/5/EF.
Ved behov for kopi av DoC kan forespersel

sendes til: email@glendimplex.no J

( DECLARATION OF CONFORMITY (DoC).

Glen Dimplex Nordic AS declares that the equipment
described in this user guide (RCE 700), is in compliance
with the essential requirements and other relevant
provisions of EU Directive 1999/5/EC (R&TTE).

If you require a copy of the original signed DoC, please
- send an E-mail to: email@glendimplex.no J




